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SAFETY FOOTWEAR

SAFETY FOOTWEAR

ORKFORCE’

i O W

DSY

GO0

A14-RAPTOR

A28-TALON

A22-RANGER

A20-STORM

LCSHOE022B

GYBT1533

Sizes 4 to 14
83 -SRC

Sizes 6 - 13
83 -SRC

Sizes 6 - 13
S3 - HRO - SRC

Sizes 6 - 13

Sizes 6 to 13
SBP - SRC

Sizes 3 to 14
S1P - SRC

Sizes 3 to 14
S1P - SRC

Sizes 3 to 12
SB - SRA

Sizes 7 - 12

S1P - HRO - SRA

LCSHOE054

A15-STRYKER

A6-WARRIOR

A29-CHALLENGER

Sizes 6 to 14
83 -SRC

Sizes 6 to 14
S3 - SRC

Sizes 6 - 13
S3 - HRO - SRC

3m

THINSULATE
LINING

A24-WILDCAT

Sizes 6 to 14
SBP - SRA

Sizes 3 to 14
S1P - SRC

Sizes 3 to 14
S1P - SRC

Sizes 3 to 12
SB - SRA

GYSHU1502

LCSHOE099

Sizes 6 - 13
83 -HRO - SRC

WF301-P

Sizes 7 - 12
S1P - HRO - SRA

Sizes 7 to 12
S1P - SRA

A16-TITAN

A8-SCOUT

A26-COYOTE

Sizes 4 to 14
S3-SRC

SAFETY FOOTWEAR

F

A13-FALCON

OR

ISSUE 19

Sizes 6 to 14
83 -ESD - SRC

Sizes 6 to 14
S3 - SRC

Sizes 3 - 14
S1P - SRC

A18-LIGHTNING

Sizes 3 to 14
S1P - SRC

Sizes 5 to 14
S1P - SRC

Sizes 3 to 14
S1P - SRC

GYSHU1503

LCSHOE143

Sizes 6 to 14
SBP - HRO - SRC

WF302-P

Sizes 7 to 12
SB - SRA

Sizes 7 - 12
S1 - HRO - SRA

A23-TACTICAL

A10-VIPER

Sizes 3 to 14
S1P - SRC

Sizes 5 to 14
S1P - SRC

Sizes 3 to 14
S1P - SRC

LCSHOE144

Sizes 6 - 14
S3 - SRC

Sizes 6 to 13
S1P - SRC

Sizes 6 to 13
SBP - SRA

A25-TYPHOON

A21-DEFENDER

A27-OSPREY

WW11Hi-P

Sizes 6 to 12
S1P - SRC

WF303-P

Sizes 6 - 13
S1P - SRC

Sizes 5 to 14
S1P - SRC

Sizes 7 to 12
SB - SRA

LCSHOE149

GYSHU1571

Sizes 7 to 12
S1P - SRA

Sizes 3 to 12
SB - SRA

INDUSTRY

LCSHOE158

Sizes 6 - 13
S3-SRC

Sizes 6 - 13
S3 - HRO - SRC

Sizes 6 - 13
S1P - SRC

Sizes 6 to 13
SBP - SRA

Sizes 3 to 14
S1P - SRC

Sizes 6 - 13
S1P - SRC

Sizes 6 to 12
S1P - SRC

Sizes 3 to 12
SB - SRA

GYSHU1583

Sizes 7 - 12
S1P - HRO - SRA

Categories of Safety Footwear S SOEEO SR Q Q Q @
SB - Toe protection tested to 200 Joules SRA - Wetted ceramic tile, diluted soap solution
Impact and 15000 Newtons compression HRO - Heat resistant outsole to 300c SRB - Glycerol on smooth steel Insulated Oil Resistant Water Resistant Heat Resistant Penetration
S1 - as SB + Closed seat region + Antistatic E - Heel energy absorption 20 Joules SRC - Both conditions above Sole Sole Uppers Sole 300°c Resistant Midsole
+ Energy absorption to seat region P - Penetration resistance midsole Technical Information Q @ Q Q @
+ Fuel oil resistant outsoles 1100 Newtons All of our Safety Footwear incorporate 200 Joule Caps and comply to 1SO20345.
S2 - as S1 + Water resistant upper WRU - Water penetration resistant uppers Global Safety Limited reserves the right, without notice to change, withdraw or add; Non Wetallic Antistatic e Eleotia Static .
S3 - as S2 + Penetration resistant sole A - Antistatic range 0.1 - 1000 MQ materials, construction and combinations thereof. QMS 30 - Issue 19 Composite Toe Cap Breathable Membrane Discharge Opening



